
STATE OF UTAH FORM 3
DEPARTMENTOF NATURAL RESOURCES

DIVISION OF OIL,GAS AND MINING AMENDED REPORT O
(highlight changes)

6. MINERALLEASE NO: 6. SURFACE:
APPLICAT10N FOR PERMIT TO DRILL ML49492 State

1A. TYPE OF WORK DRILL REENTER DEEPEN
7. IF INDIAN, ALLOTTEEOR TRIBE NAME:

B. TYPE OF WELL: OIL GAS OTHER SINGLEZONE O MULTIPLEZONE
8. UNITor CA AGREEMENTNAME:

2. NAMEOF OPERATOR: 9. WELLNAMEand NUMBER:

Tidewater Oil & Gas Company, LLC Tidewater State 23-5
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDANDPOO OR WILDCAT
1645 Court PI, Ste 301 Denver CO 80202 (303) 468-0656 640 0
4. LOCATIONOF WELL(FOOTAGES) / 11.MER

:
SECTION, TOWNSHIP, RANGE,

AT FACE SESE 23 21S 23E

14. DISTANCEIN MILESANDDIRECTIONFROM NEAREST TOWNOR POST OFFICE: 12. COUNTY: 13. STATE:

1 Grand UTAH

15. DISTANCETO NEAREST PROPERTY OR LEASE UNE (FEET) 16. NUMBEROF ACRES IN LEASE 17 N JMBEROF ACRES ASSIGNED TO THIS WELL;

500 600 10
18. DISTANCETO NEAREST WELL(DRILLING,COMPLETED,OR 19. PROPOSED DEPTH: 20 BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET)
na 1,050 Single well

21. ELEVATIONS(SHOW WHETHER DF, RT. GR. ETC.): 22. APPROXIMATEDATEWORK WILLSTART: 23. ESTIMATEDDURATION:

Ground level - GL= 4327• 2/1/2006 7 days

24. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE CASING SIZE. GRADE, ANDWEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUAMTITY, YIELD,ANDSLURRY WEIGHT

12.25" 8 5/8" K55 24 500 Redi-mix cement 300 CF iget

6.5" 4.5 K55 10.5 1,100 Class G w/ 5% gel, 240 CF | 64 /36 PP9
4% Cello llakes,

2% CACL

25 ATTACHMENTS

VERIFYTHE FOLLOWINGARE ATTACHEDINACCORDANCEWFTHTHE UTAHOIL ANDGAS CONSERVATIONGENERAL RULES:

WELLPLAT OR MAP PREPARED BY LICENSED SURVEYOROR ENGINEER GOMPLETE DRILLINGPLAN

2 EVIDENCEOF DIVISIONOF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEAS INT) James JOn TITLE

SIGNATURE DATE

(Thio space )

API NUMBERASSIGNED: APPROVAL: RECEIVED
(11/2001) (See Instructions on Reverse Side)

DIVOFOIL,GAS&



Range 23 East ?·°*•¾°¾ation
was determined using a Trimble 5700

GPS survey grade unit.
Basis of Bearing:

(N89°46 W - 2640.00') (NB9°46'W
- 2640.66 ) The Basis of Bearing is GPS Meosured.

ELEv. 4345' Th
BeenŒg ated are per the recorded plat obtained

¯ from the U.S. Land Office.

o ° Basis of Elevation:
N - Basis of €Ievotion of 4345' being at the Northeast Section

Corner of Section 23, Township 21 South, Ronge 23 East,
Salt Lake Base and Meridian, as shown on the Cisco
Quodrangle 7.5 minute series map.

L D€SCri ÉiOn of Locatiom
Propose Drill Hole located in the SE/4 SE/4 of Section 23.
T21S, R23E, S.L.B.&M., being 616.49' North and 477.09' West
from the Southeast Section Corner of Section 23, T21S, R23E,
Salt Loke Base & Meridian.

- Surveyor's Certi ficate:

I I, Albert J. Spensko, a Reglstered Professional
Land Surveyor, holding Certificate 146652

2 3 State of Utah, do hereby certify that the
- - - -

in.formation on this drawing is a true and
accurate survey based on dato of record and
was conducted under my personal direction
ond supervision as shown hereon.

No. 146652
bert J. Spensk

TALON RESOURCES, INC.
77 747E OF e¢ 195North190WestP.O.Box1230

Humlington,Utah84528

TIDEWATER nonegas¢n-ssievar(esys75311

STATE #23-5 E-Maatalon@ety.net

ELEv. 4327.1'
(N89°57'W

- 5282.64 ) i TIDEWATER
Legend T1dewater State #23-5

Drill Hole Locotion NOTES: Section 23, T21S. R23E, S.L.B.&M.

Metal Cap (Found) 1. UTM and Lotitude / Longitude Coordinates Grand County, Utah
are derived using a GPS Pothfinder and are arawi by. ch.cseedsy.

Brass Cap (Searched for, but not found) shown in NAD 27 Datum. N. BUTKOVICH L.W.J./A.J.S.

Colculated Corner LAT / LONG
GRAPHIC SCALE **"••

, g
o soo· 1eoo Â- f /0

( ) GLO
38°57'õ7.989"N .

**
,

109°l9'59.019"W ( IN FEET ) 1 = 1000

GPS Meosured | 1 tuon - tooort ..,, y ,, 4
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Contract Searcin

Contract Status: Active
Map Photo Contract

Lease Class: help

Isenbri CIGGY Contract:ML 49@2.0 Status: Activocontract
Type:0/L GAS&HYOROGARBON Acres: 600.00

Isesufhu find
Approved: 11/5f2004 I.eases: TIDEWATEROIL & GAS COMPANY LLC

Lessee name: Beskulksg: 12AR
1645 COURT PLACE, SUITE301

leasenpe: OILGAS HYDROCARBON EmpiroMon: 11730/2014

Prkn-y Terrm 10 DENVERCO 802024504
toWnship: N 5 15pWaluer: 0 Produenon Status: Not Defined

range W E Reo Status: Active Aeninistrator: Bonner, EdwardW
Cancelem Reason: Not defined

Select Lease nemList Below:

ML 48M2.0 O/L GASS HYDROCARßON 1 TRS County Bene Type Layer Acres
T21 OSR230E S22 SL GRND SCH Use 080 200.00

TIDEWATEROIL & GAS COMPANY LLC Legal Descr: S2NE4, N2SE4, SE4SE4
Conwetthe BM

T21 OS R23.0E S23 SL GRND SCH Use 080 400.00
Legal Descr: E2NE4. S2

Total: 800.00

Clickto View

e legel description
• comment
• Peyment History
e BeneficiaryInterest
• Lease Report

e con. e ist.

RECElVED
FEBO9 2006

DIVOFOlL,GAS&
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APD Checklist

The APD shall include (please attach two copies if for State or Fee surface):

1. A completed and signed Form 3 (applicationto drill, deepen or
reenter). Make sure all blanks are filledand boxes are checked.

2. Contact information and phone number for surface owner.

3. Location plat.

4. Water Rights approval.

5. Estimated geologic markers.

6. Estimated top and bottom of anticipatedwater, oil,gas, other mineral
zones and plans for their protection.

7. Plan for pressure control (BOPE), including schematic and casing
test.

8. Description of mud system, including mudweights.

9. Plans for testing, logging and coring.

10. Expected bottom hole pressure, any anticipatedabnormal pressures,
temperatures, or hazards and plans for mitigation of them.

11. Casing design (size, type, weight).

12. Cement design (type,weight,yield, estimated top, # sacks).

13. Diagram of horizontal or directional wellbore path including
directional surveyplan.

14. Designation of agent if necessary.

15. Bond.

16. AffidavitofSurface agreement.

17. Exception location application(if needed).

An application for directional drilling shall also include:

18. Plat showingsurface location, section and lease lines, target location,
points alongthe well bore where owner consent has been obtained.

19. Reason for deviation.
RECEIVED

pienoos> FEBO9 2006
DIVOFOlL,GAS&
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Tidewater Oil & Gas, LLC

James Jones, President
645 Court Pl, Ste 301

Denver, Co. 80202
303-468-0656

Tidewater State 23-5
SESE Sec 23, T21S, R23E
616.49 FSL, 477.09 FEL
Elevation = 4327.1' ground level

Contact Phone Number
James Jones - 303-468-0656

Lease Type
State Lease

Water Rights
Water used for drilling and completion operations will be purchased from the City of Cisco or
Thompson Springs for this project.

Estimated Formation Tops

Hydrocarbon Md,
Bearing Ft.

Mancos 0
SHt 255
Dakota
Silt HC 301
Dakota
Sand HC 409
Morrison HC 575
TD 1100

Any anticipated water would be covered by the surface casing set at
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Tidewater State 23-5
SESE Sec 23, T21S, R23E
616.49 FSL, 477.09 FEL
Elevation = 4327.1' ground level

Drilling Program

1. Move in. Rig up

2. Drill and cement conductor pipe to 12'. Cement pipe with cement to surface. Wait on
cement for 12 hours.

3. Drill 12 ½" hole to 500 ft. using air/mist/fresh water system. Take directional survey at 250'
and at 500'. Rig up mud logging equipment. Samples will be taken every 15' from surface
casing to total depth.

4. Run surface pipe to TD. Cement casing in hole from TD to surface. Estimate 300 ef of
cement required.

5. Wait 12 hours on cement. Install casing head.

6. Rig up BOPE equipment. Test BOPs to 3000 psi. Test casing to 1500 psi. Rig up mud
logging equipment. Samples will be taken every 15' from surface casing to total depth.

7. Drill 6 ½" hole from 500' to 1100' using airl air mist. Take deviation survey every 250'.
Use low solids dispersed mud if required. Drill hole to match casing length.

8. Circulate hole with a low solids dispersed mud. Run Resistivity log, Gamma Ray, Neutron
Log from total depth to surface casing.

9. Run production casing to TD. Cement casing from TD to surface casing with 240 cubic feet
of Class G cement with 5% gel, 4% Cello flakes, 2% CaCl. Land easing with Model R casing
head.

10. Rig down. Move rig off
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Tidewater State 23-5
SESE Sec 23, T21S, R23E
616.49 FSL, 477.09 FEL
Elevation = 4327.1' ground level

Well Equipment and Procedures
Anticipated Water bearing formations
Surface casing set and cemented to 500' will isolate and protect any potential fresh water zones
encountered. Any other water or hydrocarbon bearing zones below 500' will be isolated with
casing and cement when the well is completed.

Pressure Control Equipment
Well will utilize a 3000 psi BOP. The BOP will have a pipe rams, blind rams and a hydril. A
rotating head will be utilized while drilling with air. All BOPs will be tested to 3000 psi when
the equipment is installed and if the integrity of the pressure control system is compromised
during drilling operations.

Casing Program
Casing
Run guide shoe and fill-up collar one jointabove bottom. Install centralizerson every other
joint of casing. Add centralizer across all productive zones.
Surface pipe - 8 5/8", 24 #/ft, 155
Production-4 ½", 10.5 #lft, JS5

Cementing
Surface pipe will be cemented to surface using redi-mix cement and the rig pump. An
estimated 300 cu. ft of p cement will be used to cement the casing.

Production string will be cemented from TD to Surfàce pipe using Class G cement with 5%
gel, 4% Cello flakes, 2% CaCl. Cement volumes to be confirmed from logs. Fifty percent
excess will be included in calculations. An estimated 240 cu. ft of(f2 ppg cement will be used
to cement the casing. All potential producing zones will be covered with cemen .

Circulating Medium
The well will be drilled utilizing air or air mist. If required, a nondispersed, low solids 9.0 ppg
mud will be used in the well. Adequate weight material will be on location to be able to
contain any unforeseen formation pressures during the drilling operations. Viscosity will be
maintained at 40 for logging.

Well Testing
Mud Lossing
An on-site geologist will be on location from surface to total depth. Take samples every 15
feet while drilling. Hydrocarbon monitoring and detection equipment will be utilized during
drilling
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Longing Program
The well will be logged from TD to surface casing with a Resistivity log, Gamma Ray log and
Compensated Neutron Log.

Deviation
Take deviation survey every 250'. Maximum change will be 2° between surveys. This will be
a vertical well.

Anticipated Pressures & Potential hazardous conditions
Anticipated formation pressures will be under hydrostatic gradient. Expected bottom hole
pressure is estimated to be 400 psi.

No abnormal pressures or temperatures are anticipated.

No hydrogen sulfide gas is anticipated.

Adequate weight material will be on location to be able to contain any unforeseen formation
pressures during the drilling



ELEVATIONOFUNGRADEDGROUNDAT LOCATIONSTAKE= 4327.P
ELEVATIONOFGRADEDGROUNDATLOCATIONSTAKE= 4326.P
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100' · • IOO'
90' 50' 60' - i X-SECTION

' SCALE

I ' /"40'
AREA TO BE FINAL C -

---.

CLEARED GRADE I ill=lil=Ui=lii
VIEW C-C AREA TO BE

CLEARED
LOCATION STAKE

l00' • l00

90' 50' 60'
SLOPE = | \/2 : ICET

(EXCEPT PIT)

VIEW B-8 PIT SLOPE = I : I

l00 l00
90' 50' 60'

TALON RESOURCES, INC.

I 195Nore100WestP.O.Box12M
Handeglia,Utsk34525

Fhome(s)ssMne rn(mistonVIEW A-A sutSIMalt?.Mt

PRECONSTRUCTION

APPROXIMATEYARDAGES GRADE TIDEWATER
CUT TYPICALCROSS SECTION
(6")ToPSOIL STRIPPING= 50 CU. YDS. "j,'*"|L"','g"* ¿"
REMAINING LOCATioN = IOSCU, YDS. syg

(INCLUDINGTOPSOIL STRIPPING) --

TOTAL CUT (INCLUDINGPiT) = |20 Cu. YDS. ca
TOTAL FILL = 30 CU. YDS. ...,a - 4



IDIH -49492

3 TALON RESOURCES, INC.
l¾iNcrtlilWWenPOBal230

HunthykaUtakBW
Phme(®87-5310 Fa (miBT 5311

TIDEWATER
Tidewater State #23-5

SecHon 23, T21S. R23E, S.LB.RM.

.

Gmnd County, Utah

EGEL ND N. BUTKOVICH L.W.J.
SURVEVEDWE name a ha

Dri T * FUTURE WELL L-i
1" 000'

-- PROPOSED UTILIllES .m a
LEASE BOUNDARY - 4 a 4
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Tidewater BOP Schematic

Rotating
Blooie Line, min, 30'

Head
I I

Hydril

l I
Pipe Ram

I I
Blind Ram

Tidewater and Drilling Contractor will take all precautions required to
maintain control of the well during



WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 02/09/2006 API NO. ASSIGNED: 43-019-31466

WELL NAME: TIDEWATER ST 23-5

OPERATOR: TIDEWATER OIL & GAS CO ( N3000 ) PHONE NUMBER: 303-468-0656

CONTACT: JAMES JONES

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SESE 23 210S 230E Tech Review Initials Date
SURFACE: 062 FSL Dáb5'FEL

BOTTOM: 0 $ FSL 40ÑFEL Engineering

COUNTY: GRAND
Geology

LATITUDE: 38.95965 LONGITUDE: -109.3333

UTM SURF EASTINGS:644417 NORTHINGS:4313412 Surface

FIELD NAME: GREATER CISCO ( 205 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML49492 PROPOSED FORMATION: MRSN

SURFACE OWNER: 3 - State COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/' Plat R649-2-3.

/ Bond: Fed[] Indl] Sta[] Fee[]

(No. )
Unit:

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/otr & 920' Between welle

Water Permit R649-3-3.

(No. )
/'Drilling Unit

RDCC Review (Y/N)
(Date: ) Board Cause No

Eff Date:
Fee Surf Agreement (Y/N) Siting: (3

10 Intent to Commingle (Y/N) ,R649-3-11. Directional Drill

COMMENTS: di (i
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BUCKHORN- 5WEElHEARI
NUGGET 14-2 14 02 NUGGET1

BucKHORN

nu W""'2" o COLDEN FEE 1

NUGGET H•22 C-UNGI
14•21•23 I

T215 R23E
GOVT•5IRAT 2 PEIRO-1( 2>l PAULSON

Nom

23-2
I ITTLL BYt

OH. COMPANY I

GREATER CISCO FIELD
CAUSE: 102-16B I 18-15-1979

WHYTE
STATE 5

STRAT i CUNG
24-21•23-4A

11 STATE 3
STATE l

TlDEWATER UTTLE HOY 2
ST 23·1 @ SWEETHEART 2A

WHYTE·
STATE 2

e

UTAH
SOUTHERN PAuLsoN TIDEWATER
OIL CO 2 STATE 23 3 ST 23-1 @

TIDEWATER
ST 23-5

WE5IERN
CRUDEOIL CD I

WES1ERN CRUDE
OR. CO 2 +

WES11RN
cauDE OH. CD 3

PAUE.§ON26 I

25

OPERATOR: TIDEWATER O&G CO (N3000)

SEC: 23 T. 215 R. 23E

FIELD: GREATER CISCO (205)

COUNTY: GRAND

CAUSE: 102-16B / 11-15-1979 O

x LOCATION ABANDONED
NEW LOCATION

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED .

I EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OILNF FP OIL g SHUT-IN GASCOMBINED NF SECONDARY a SHUT-IN OIL W E
INACTIVE N ING

)s( TEMP. ABANDONED
PROPOSED o TEST WELL
STORAGE

G ERML & WATER INJECTION 5TERMINATED
OPPOIL WATERSUPPLY . PREPAREDBY:DlANAWHITNEY
Q SECONDARY WATER DISFOSAL DATE: 22-FEBRUARY·2006

TERMINATED -
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DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL

STATEMENT OF BASIS

OPERATOR: Tidewater Oil & Gas Company, LLC
WELL NAME & NUMBER: Tidewater State 23-5
API NUMBER: 43-019-31466
LOCATION: 1/4,1/4 SESE See:23 TWP: 21S RNG: 23E 616.5 FSL 477.1 FEL

Geology/Ground Water:

This well will spud into a poorly permeable soil formed on the Ferron Sandstone Member of the Mancos Shale. No
high quality water resource is likely to be encountered during the drilling of this well. The proposed casing and
cement program will otherwise adequately isolate any water-bearing strata. No underground water rights havebeen
filed within a mile of the location.

Reviewer: Christopher J. Kierst Date: 3/17/06

Surface:

On-site conducted March 9, 2006. In attendance: Bart Kettle (DOGM), Norman Woods (Tidewater Oil & Gas
Company, LLC.), and Ed Bonner (SITLA). Invited but choosing not to attend Nathan Sill (DWR).

Regardless of recent grazing actively in the area, reserve pits will be fenced on all four sidesupon the removal of the
drilling rig. A right-of- way for the portions of the access road that crosses state lands outside of Tidewaters lease
boundaries will be required.

Reviewer: Bart Kettle Date: March 15. 2006

Conditions of ApprovallApplication for Permit to Drill:

1. Fence Reserve Pit on all four sides upon removal of drilling
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ON- SITE PREDRILL EVALUATION

Division of Oil, Gas and Mining

OPERATOR: Tidewater Oil & Gas Company, LLC
WELL NAME & NUMBER: Tidewater state 23-5
API NUMBER: 43-019-31466

LEASE: State FIELD/UNIT: Greater Cisco
LOCATION: 1/4,1/4 SESE Sec: 23 TWP: 21S RNG: 23E 616.5 FSL 477.1 FEL
LEGAL WELL SITING: See Board Order 102-16B

GPS COORD (FER): X =644&& E, Y =4313412 N SURFACE OWNER: SITLA

PARTICIPANTS
Bart Kettle(DOGM), Ed Bonner (SITLA) and Norman Woods (Tidewater)
Invited but choosing not to attend Nathan Sill (DWR).

REGIONAL/LOCAL SETTING & TOPOGRAPHY

Proposed location is less than one mile from the town of Cisco, Grand
County Utah. The location is on flat ground south of I-70 ful a 6-8"
precept zone. Salt scrub rangelands and Mancos clay flats_surround the
well site. Topography immediately adiacent to the well is predominantly
rolling clay hills cut by many small qullies. Water drainage is to the
southeast entering the Colorado River within 10 miles. There were no
perennial streams or springs observed in close proximity to the
location. Drainages in the immediate area are ephemeral in nature,
being dry throughout the warmer months of the year.

SURFACE USE PLAN

CURRENT SURFACE USE: Winter cattle grazing, wildlife habitat, seasonal
recreation, oil and gas development.

PROPOSED SURFACE DISTURBANCE: 150' x 200' location will be used in the
drilling of the well to store tanks, equipment and to park vehicles. A
50' x 50' pad will be cut to grade in the center of the location for the
rig to sit during drilling, the remainder of the location will not be
cut to grade.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: Many Pluqqed and
Abandoned wells. Producing and shut-in wells: Petro-X 23-1, Whyte State
#2, Gibralter #1, Paulson 23-2, Sweetheart 7, Smith-Whyte State 2,
Sweatheart 5A, Little Boy 1, and Sweatheart 2A.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: A wellhead, pump,
separator, dehydrator, and tank battery will be installed. All will be
painted a flat Carlsbad tan color.

SOURCE OF CONSTRUCTION MATERIAL: On-site

ANCILLARY FACILITIES: Camp Trailer for Tool Pusher, Company man and mud
loqqer may be used on



WILL DRILLING AT T IS LOCATION GENERATE PUBLI INTEREST OR CONCERNS?
(EXPLAIN): Drilling at this location is not expected to generate
significant public concern. The closest residence are located ~1 mile
away in Cisco. Drilling in this area would not be considered an new
activity as the town of Cisco and the surrounding areas have existing
wells located throughout them.

WASTE MANAGEMENT PLAN:

Human was_te will be disposed of in chemical toilets, which will be
hauled to a state approved dump station. All trash will be placed in a
portable trash cage. It will be hauled to a county landfill, there will
be no trash burial or burning.

Drill cuttings will be constrained in the reserve pit. Produced liquid
hydrocarbons will be constrained in test tanks during completion and
testing.

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: No wetlands will be affected by
the drilling of this well.

FLORA/FAUNA: Pronghorn antelope, rabbits, prairie dogs, songbirds,
raptors, rodents, snakes and lizards.
Grasses: Cheatgrass. Forbs: Halogeton, and buttercup. Shrubs: Nuttles
saltbrush, bud sage and black greasewood. Trees: None.

SOIL TYPE AND CHARACTERISTICS: Light gray Clay and clay loam, dark gray
shale and sandstone fragments.

SURFACE FORMATION & CHARACTERISTICS: Mancos-mixture of fine deposited
soils and decomposing shale. Soils are erosive in nature due to lack of
litter/vegetation over surface area. Most of the soils in this area are
very salty in nature. Portions of the soils have accumulations of white
salt crystals at the surface for a maiority of the year.

EROSION/SEDIMENTATION/STABILITY: Most of the project area lays in areas
of clay and clay loam soils ranging from high to moderate potential for
wind erosion. The project area has moderate water erosion potential.
Soil erosion would increase during the initial construction phase of the
project. Removal of vegetation and physical soil crust will reduce
surface soil aqqregates and therefore reduce soil stability. Loose
unstable berms of soil will be left along the roadside and water runoff
patterns will be re-directed. These factors will contribute to
increased potential for wind and water erosion. As vegetation recovers,
and soil crusts recover along the roadway soils will become more stable.
Wind and water erosion rates would be partially reduced, but still
accelerated from normal rates.

PALEONTOLOGICAL POTENTIAL: None noted

RESERVE PIT

CHARACTERISTICS:
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LINER REQUIREMENTS (Site Ranking Form attached): Liner Not Required

SURFACE RESTORATION/RECLAMATION PLAN

Upon the completion of drilling the well site will be cleared of all
debris, material and junk not needed for production. Reclamation will
start when the reserve pit is dry. Areas not needed for production will
be backfilled, contoured to a natural shape and topsoil spread. Bare
areas will be seeded in the fall or early winter, and sown areas will be
left rough after seeding. If well is pluqqed all new road construction
and well pad will be reclaimed.

SURFACE AGREEMENT: As per SITLA mineral lease.

CULTURAL RESOURCES/ARCHAEOLOGY: None observed.

OTHER OBSERVATIONS/COMMENTS

Tidewater will be required to acquire a right-away from SITLA for the
portions of the access road that cross state lands outside of their
lease.

ATTACHMENTS

Photos of this location were taken and placed on file.

Bart Kettle March 15, 2006 3:36 p.m.
DOGM REPRESENTATIVE



Ev luation Ranking Criteria and Ranking 5 ore
For Reserve and Onsite Pit Liner Requirements

Site-specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or rechar e area 20 0

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 ___0

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 0

Drill Cuttings
Normal Rock 0
salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 0 (Level III Sensitivity)

SensitivityOvel I = 20 or more; total contginment is required, consider criteria for excluding pit use.
Sensitivityavel II = 15 19: lining is discretionary.
Sensitivity hvel Ill = below 15; no specific lining is required
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STATE OF UTAH, DIVISION OF WATER RIGHTS Page 1 of 3

Stata Online Services Agency List Business.utals.gow Search Utah.gov

WRPLAT Program Output Listing

Version: 2004.12.30.00 Rundate: 03/17/2006 04:26 PM

Radius search of 5280 feet from a point N616.5 W477.1 from the SE corner, section 23, Township 21S, Range 23E, SL b&m
Criteria:wrtypes=W,C,E podtypes=all status=U,A,P usetypes=all

O

O

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe



STATE OF UTAH, DIVISION OF WATER RIGHTS Page 2 of 3

15 14 13

2422' $1-gg
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WR Diversion Well Status Priority Uses CFS ACFT Owner NameNumber Type/Location Log
MOAB DISTRICT USA BUREAU OF01-909 Point to Point P 18790000 OS 0.015 0.000 LAND MANAGEMENT

0 0 23 21S 23E SL P.O. BOX 970

Natural Resources (Contact | Disclaimer | Privacy Policy j Accessibility Policy

O

O

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe



03-06 Tidewater St 23-5$
Casing Schematic
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Well name: 03-06 Tidewater St 23-5
Operator: Tidewater Oil & Gas
String type: Surface Project ID:

43-019-31466
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 72 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 150 ft

Burst:
n factor 1.00 Cement top: Surface

Burst
Nx anticipated surface

pressure: 38 psi
Internal gradient: 0.433 psilft Tension: Non-directional string.
Calculated BHP 254 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 1,100 ft
Tension is based on air weight. Next mud weight: 9.000 ppg
Neutral point: 437 ft Next setting BHP: 514 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 500 ft
Injection pressure 500 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 500 8.625 24.00 K-55 ST&C 500 500 7.972 24.1

Run Collapse Collapse Gollapse Burst Burst Burst Tension Tenslon Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 218 1370 6.285 254 2950 11.59 12 263 21.94 J

Prepared ClintonDworshak Phone: 801-538-5280 Date: March 21,2006
by: Utah Div. of Oil & Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a verticaldepth of 500 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of this design wi/Ibe thatof the
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Well name: 03-06 Tidewater St 23-5
Operator: Tidewater Oil & Gas
String type: Production Project ID:

43-019-31466
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 80 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 38 psi
Internal gradient: 0.433 psilft Tension: Non-directional string.
Calculated BHP 514 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 952 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 1100 4.5 10.50 K-55 ST&C 1100 1100 3.927 23

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 514 4010 7.800 514 4790 9.32 12 146 12.65 J

Prepared Clinton Dworshak Phone: 801-538-5280 Date: March 21,2006
by: Utah Div. of Oil & Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 1100 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibilityfor use of thisdesign willbe thatof the



Diana Whitney - Well Clearance Page 1

From: Ed Bonner
To: Whitney, Diana
Date: 5/8/2006 12:36:16 PM
Subject: Well Clearance

The following wells have been given culturalresource clearance by the Trust Lands Cultural Resources
Group:

Enduring Resources, LLC
Buck Camp 11-22-13-36
Buck Camp 11-22-14-36
Buck Camp 11-22-21-36
Buck Camp 11-22-22-36
Buck Camp 11-22-23-36
Buck Camp 11-22-24-36
Buck Camp 12-22-11-2
Buck Camp 12-22-13-2
Buck Camp 12-22-21-2
Buck Camp 12-22-24-2
Buck Camp 12-22-34-2
Buck Camp 12-22-41-2 (1 significantsite which must be avoided)
Buck Camp 12-22-42-2
Buck Camp 12-22-43-2
Buck Camp 12-22-44-2

Kerr McGee Oil &Gas Onshore LP
NBU 922-32E
NBU 922-32H
NBU 922-32D
NBU 922-32J3
NBU 922-3202
NBU 922-32J1

Westport Oil & Gas Company
NBU 922-32N

Tidewater Oil & Gas Company
Tidewater State 23-1
Tidewater State 23-2 (1 significantsite which must be avoided)
Tidewater State 23-5
Tidewater State 32-3

If you have any questions regarding thismatter please give me a call.

CC: Davis, Jim; Garrison, LaVonne; Hill,Brad; Hunt,
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STATEOFUTAH FORM3

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING AMENDED REPORT

(highlight changes)
5 MINERALLEASENO 6 SURFACEAPPLICATION FOR PERMIT TO DRILL ML49492 State

1A TYPE OF WORK DRILL REENTER 0 DEEPEN 7 IF INDIAN AU OTTFE OR TRIBENAME

B TYPEOF WELL OIL GAS OTHER SINGLEZONE MULTIPLEZONE
B UNIT or CA AGREEMENT NAME

2 NAMEOF OPERATOR 9 WELL NAMËand NUMBER

Tidewater Oil & Gas Company, LLC Tidewater State 23-5
3 ADDRESSOF OPERATOR PHONENUMBER 10 FIELD ANDPOOL OR WILDCAT
1645 Court PI, Ste 301 Denver CO 80202 (303) 468-0656 Wildcat
4 LOCATIONOF WELL (FOOTAGES) }, « 11 QTRÆlTR, SECTION TOWNSHIP RANGE.

MERIDIAN
AT SURFACE 586 FSL, 605 FEL (( o 2 SESE 23 21S 23E
ATPROPOSED PRODUCINGZONE 586 FSL, 6 5 FEL

14 DISTANCEINMILESANDDIRECTION FROM NEAREST TOWNOR POST OFFICE 12. COUNTY 13 STATE

1 Grand UTAH

16 DISTANCE TO NEAREST PROPERTYOR LEASEUNE (FEET) 16 NUMBER OF ACRESINLEASE 17 N JMBEROF ACRESASSIGNEDTO THISVWLL

500 600 10
18 DISTANCETO NEAREST WELL (DRILLING,COMPLETED.OR 19 PROPOSED DEPTH. 20 BONDDESCRIPTION

APPUED FOR) ON THISLEASE (FEET)

2679' 1,050 Single well
21 ELEVATIONS(SHOW WMETHER DF. RT.GR, ETC ) 22. APPROXIMATEDATEWORK WILL START. 23 EST1MATEDDURATION.

Ground level - GL= 4330' 10/1/2006 7 days

24 PROPOSED CASING AND CEMENTING PROGRAM
51ZE OF HOLE CASINGSl2E, GRADE, AND WEIGHT PER FOOT SETTINGDEPTH CEMENT TYPE, QUANTITY, YIELD,ANDSLURRY WEIGHT

12.25" 8 5/8" K55 24 500 Redi-mix cement 300 CF 12 ppg
6.5" 4.5 K55 10.5 1,100 Class G wl 5% gel, 240 CF 12 ppg

4% Celloflakes,

2% CACL

26 ATTACHMENTS

VERIFY THEFOLLOWINGAREATTACHED IN ACCOROANCE WITH THE UTAH OIL AND GAS CONSERVATIONGENERALRULES

WEL(,PLAT OR MAP PREPAREDBY UCENSEDSURVEYOROR ENGINËER COMPLETEDRILUNGPLAN

EVIDENCEOF DIVISION OF WATER RIGHTSAPPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PËRSON OR COMPANY OTHER THAN THE LEASE OWNER

R.E. KNIGHT . AGENTNAMË PLEASEPRINT) TDIT

9/19/2006

(This space for State use only)

APPROVAL

Approved by the
S s on Reverse Sige)

SEP? 5

[)
DIVOF OIL, GAS &



0
STATEOF UTAH FORM3

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL,GASAND NING AMENDEDREPORT

(highilghtchanges)
5 MINERALLEASENO: 6. SURFACE:

APPLICATION FOR PERMIT TO DRIL ML-49492 State

1A, TYPEOF VuonK DRILL REENTER DEEPEN
7 IF INDIAN, ALLOTTEGORTRIBENAME:

B.TYPEOF WELL: OIL 2 GAS O OTHER SINGLE NE MULTIPLEZONE
6 UNITor CAAGREEMENTNAME:

2. NAMEOF OPERATOR: 9 WELLNAMEand NUMBER:

Tidegater Qil&Gas Company LLC Tidewater State 23-5

1 4 C . te 301 orsv Denver CO ,,, 8 02 (3 656
4. LOCATIONOF (FOOTAGE5) \ 11. QTRIOTR,S N. TOWNSHIP.RANGE

MERIDIAN:

ATSURFACE: 616. L,477.1 FEL fo SESE 23 21S 23E
ATPROPOSEDPRODUCING20 .

616.5 FSL, 477.1 FEL

14 DISTANCEINMILESANDDIRECTIONFR REST TOWNOR POST OFFI E: 12. COUNTY: 13. STATE

1 Grand
15. DISTANCETONEARESTPROPERTYOR LEASELINE( la NUMBEROF ACRES INLEASE

600
17 N IMBEROF ACRES ASSIGNEDTOTHISWELL:

10
14 DISTANCETO NEARESTWELL(DRILLING,COMPLETED,OR 19 PROPOSED DEPTM: 20 BONDDESCRIPTION:

APPLIED POR)ON THISLEASE(FEET)

na 1,050 singlewell
21. ELEVATIONS(SHOWWHETHERDF. RT. GR, ETC): 22 A ROXIMATEDATEWORKWILLSTART 23 ESTIMATEDDUAATIOR

Ground level - GL = 4327' 2/1/ 6 7 days

24. OPOSED CASINGAN ENTING PROGRAM

SIZE OF MOt.E CASING81ZE,GRADE,ANDWEIGHT R FOOT SETTINGDEPTH CEMENTTYPE, QUANTITY.YtELD.ANDSLURRYWEIGHT

12.25" 8 5/8" K55 24 500 Redi-mix c nt 300 CF >K / 1 ppg
6.5" 4.5• K55 10.5 1,050 Class G w/5% g 240 CF 4

c se. i3 PG
4% Celloflakes.

2% CaCI

25. ATTACHMENTS

VERIFYTMEFOLLOWINGAREATT HED INACCORDANCEWITHTIE UTAHOILANDGAS CONSERVATIONGENERALRULES:

WELLPLATOR MAPPRE REDBYLICENSEDSURVEYOROR ENGINEER COMPLETEDRILLINGPLAN

2l EVIDENCEOF DIYlSION F WATERRIGHTSAPPROVALFOR USE OF WATER O FORMfi,IF OPERATORISPERSON ORCOMPANYOTHERTHANTHELEASEOWNER

TSEPHI TITLE

(This space for Sta

APINUMBERASSIGNEtt APPROVAL:

(11/2001) (See Instruellonson Reverse



n i Location:
KŒn € ŒSL The well location wos determined using a Trimble 5700

GPS survey grade unit.

Basis of Bearing:
(NS9°C6'W

- 2660.00 ) (N89°46 W - 2640.66') The Basis of Begring is GPS Measured.

ELEv. 345' hLe0 ogŽÛ$oted
are per the recorded plot obtained

¯ from the U.S. Land Office.
og Basis of Elevation:
N - Basis of Elevotion of 4345° being at the Northeost Section

Corner of Section 23, Township 21 South, Ronge 23 East,
Soft Loke Base and Meridion, as shown on the Cisco
Quodrongle 7.5 minute series map.

Description of Localfon:
Proposed Drill Hole located in the SE/4 SE/4 of Section 23,
T21S, R23E, S.L.B.&M., being 585.04' North ond 605.73' West
from the Southeast Section Corner of Section 23. T21S, R23E,

oz Solt Loke Bose & Meridian.

Surveyor's Certi ficate:
1, Albert J. Spensko, a Registered Professional
Land Surveyor, holding Certificate 146652

3 State of Utah, do hereby certify that the
Information on this drawing is a true and
accurate survey based on data of record and
was conducted under my personal direction
and supervision as shown hereon.

UTM J.

N A3l3CII
E 66439& TALON RESOURCES, INC4

605.73 v4 195Nerik100WestP.O.Box1230 '
Huntington,Utah34528

TIDEWATER Phoneg35487-6310Fu 35¾87-53H

STATE#23-5 _
emastabasesv..et

ELEv. &530.0'

(N89°5TW
- 5282.6&') i TIDEWATER

Legend Tidewater State #23-5
0 Drill Hole Location NOTgg Section 23, T215, R23E, S.L.B.&M.

Metal Cap (Found) 1. UTMond Latitude / Longitude Coordinates Grond County, Utoh
are derived usina o GPS Pathfinder and are y., ,,,,,

Bross Cap (Searched for, but not found) shown in NAD 27 Datum. J. Stans eld LW.J./A, .S.

Colculated Corner LAT / LONG
GRAPHIC SCALE

) GLo
38°5T34.714"N
IO9°20'00.654p ( IN FEET ) 1 = 1000

GPS Measured | 1 inch = tooo it ,,,, y ¿



ELEVATIONOF UNGRADEDGROUNDAT LOCATIONSTAKE= &330.0'
ELEVATIONOFGRADEDGROUNDAT LOCATIONSTANE= 4329.5'

0.

cut0 5
PonResources, Inc.

IENunh 100WestPOBoaISO
lluntmgicaUtah84528

Phm435W-53l0 Fu1435B7-53I]
\ E-Maillabrwelv mt

' 10'y6 '

\ 10' ~~

TIDEWATER
LOCATIONLAYOUT

Section 23, T215, R23E. S.LB.&R
State #23-5

J. STANSFIELD L.W.J.
Orodog No. Dets

A-2
e - so

see a
m..I 2 or 4
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Talon Resources, Inc.
95NorthI WelPO.Box230

Huntirgton.Utah64526
Phoe43568753IO 1a 435mi-531l

50 ' E-MilÎtalomtv.mt

I

-- TIDEWATER
IIllllllllllli
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I I I I 1 Section 23, T21S, R23E, S.L.B.&M.
iitalitiitilit illillitillill Stateg23-5

APPROXIMATEYARDAGES e-o -w
J. STANSFIELD LW.J.

(6")TOPSOIL STRIPPING = 50 Cu. YDS. ,,,,,, e,
REMAININGLOCATION = 60 CU, YDS. C-1

TOTAL CUT = 75 CU. YDS. Y - 50'

TOTALFILL = l65 Cu. YDs. ... a e 4
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Diana Whitney - 23-5 APD Prognosis

Tidewater Oil & Gas, LLC
James Jones, President
645 Court Pl, Ste 301

Denver, Co. 80202
303-468-0656

Tidewater State 23-5
SESE Sec 23, T21S, R23E
586 FSL, 605 FEL
Elevation = 4330' ground level

Contact Phone Number
R. E. Knight - 303-808-5672

Lease Type
State Lease

Water Rights
Water used for drilling and completion operations will be purchased from the City of Cisco or
Thompson Springs for this project.

Estimated Formation Tops

Hydrocarbon Md,
Bearing Ft.

Mancos 0
Silt 255
Dakota HC 301
Silt
Dakota HC 409
Sand
Morrison HC 575
TD 1100

Any anticipated water would be covered by the surface casing set at



Diana Whitney - 23-5 APD Prognosis.d

Tidewater State 23-5
SESE Sec 23, T21S, R23E
586 FSL, 605 FEL
Elevation = 4330' ground level

Drilling Program

1. Move in. Rig up

2. Drill and cementconductorpipe to 12'. Cement pipe with cement to surface. Wait on
cement for l2 hours.

3. Drill 12 ½" hole to 500 ft using air/mist/fresh water system. Take directional survey at 250'
and at 500'. Rig up mud logging equipment. Samples will be taken every 15' from surface
casing to total depth.

4. Run surface pipe to TD. Cement casing in hole from TD to surface. Estimate 300 cf of
cement required.

5. Wait 12 hours on cement. Install casing head.

6. Rig up BOPE equipment. Test BOPs to 3000 psi. Test casing to 1500 psi. Rig up mud
logging equipment. Samples will be taken every 15' from surface casing to total depth.

7. Drill 6 ½" hole from 500' to 1100' using air/ air mist. Take deviation survey every 250'.
Use low solids dispersed mud if required. Drill hole to match casing length.

8. Circulate hole with a low solids dispersed mud. Run Resistivity log, Gamma Ray, Neutron
Log from total depth to surface casing.

9. Run production casing to TD. Cement casing from TD to surface casing with 240 cubic feet
of Class G cement with 5% gel, 4% Cello flakes, 2% CaCl. Land easing with Model R casing
head.

10. Rig down. Move rig off



Diana \Nhitney - 23-5 APD Prognosis.d

Tidewater State 23-5
SESE Sec 23, T21S, R23E
586 FSL, 605 FEL
Elevation = 4330' ground level

Well Equipment and Procedures
Anticipated Water bearing formations
Surface casing set and cemented to 500' will isolate and protect any potential fresh water zones
encountered. Any other water or hydrocarbon bearing zones below 500' will be isolated with
casing and cement when the well is completed.

Pressure Control Equipment
Well will utilize a 3000 psi BOP. The BOP will have a pipe rams, blind rams and a hydril. A
rotating head will be utilized while drilling with air. All BOPs will be tested to 3000 psi when
the equipment is installed and if the integrity of the pressure control system is compromised
during drilling operations.

Casing Program
Casing
Run guide shoe and fill-up collar one jointabove bottom. Install centralizers on every other
jointof casing. Add centralizer across all productive zones.
Surface pipe - 8 5/8", 24 #/ft, J55
Production -4 ½", 10.5 #/ft, JS5

Cementing
Surface pipe will be cemented to surface using redi-mix cement and the rig pump. An
estimated 300 cu. ft of 12 ppg cement will be used to cement the casing.

Production string will be cemented from TD to Surface pipe using Class G cement with 5%
gel, 4% Cello flakes, 2% CaCI. Cement volumes to be confirmed from logs. Fifty percent
excess will be included in calculations. An estimated 240 cu. ft of 12 ppg cement will be used
to cement the casing. All potential producing zones will be covered with cement.

Circulating Medium
The well will be drilled utilizing air or air mist. If required, a nondispersed, low solids 9.0 ppg
mud will be used in the well. Adequate weight material will be on location to be able to
contain any unforeseen formation pressures during the drilling operations. Viscosity will be
maintained at 40 for logging.

Well Testing
Mud Logging
An on-site geologist will be on location from surface to total depth. Take samples every 15
feet while drilling. Hydrocarbon monitoring and detection equipment will be utilized during
drilling



Diana Whitney - 23-5 APD Prognosis. e

Tidewater State 23-5
SESE Sec 23, T21S, R23E
586 FSL, 605 FEL
Elevation = 4330' ground level

Logging Program
The well will be logged from TD to surface casing with a Resistivity log, Gamma Ray log and
Compensated Neutron Log.

Deviation
Take deviation survey every 250'. Maximum change will be 2° between surveys. This will be
a vertical well.

Anticipated Pressures & Potential hazardous conditions
Anticipated formation pressures will be under hydrostatic gradient. Expected bottom hole
pressure is estimated to be 400 psi.

No abnormal pressures or temperatures are anticipated.

No hydrogen sulfide gas is anticipated.

Adequate weight material will be on location to be able to contain any unforeseen formation
pressures during the drilling
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JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Li€utenant Gov¢rnor

State of Utah September 26, 2006

Department of
Natural Resources

MICHAEL R. STYLER
aecutiveoirector Tidewater Oil & Gas Company, LLC

1645 Court Pl. Ste. 301
Division of Denver, CO 80202

Oil, Gas & Mining

JOHN R. BAZA
civisionoirector Re: Tidewater State 23-5 Well, 586' FSL, 605' FEL, SE SE, Sec. 23, T. 21 South,

R. 23 East, Grand County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-019-31466.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Grand County Assessor
SITLA

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801)538-5340•facsimile (801) 359-3940•TTY (801)



O O

Operator: Tidewater Oil & Gas Company, LLC
Well Name & Number Tidewater State 23-5
API Number: 43-019-31466
Lease: ML-49492

Location: SE SE Sec. 23 T. 21 South R. 23 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for Permit to Drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:

• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Pernit to Drill outlined in
the Statement of Basis. (Copy
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STATE OF UTAH FORM9
OEPARTMEFFFOF IMTURAI.RESOURCES

DIVISIONOF OIL,GASAND MINING 5. URGEDetlGNanoNalOBERLMMENIN:

ML49492
SUNDRYNOTICES ANDREPORTS ON WELLS 6. IF MDMN,ARCNNUDE NMME

00 notuse filmform Wirproposak taëŒ nearweis, -Ipilig-udy deepen enigIngwelbbelowcaerughetom¾io depth, reanierpluggen weis, orm
7. UNITar CAAGREEMEMr NAME

en horisonienmerait useAppuCATION FOR PERMf7TOamu.mm er ash pisposela
1. WPE OF MU. - - 5. WER IMMEandNUMBEROILWEl.L LJ GASWEI.LM OTHER TidewaterSiale 23-6
2. memoF oPanAvom 9. A§i NUMBER•

TIDEWATEROIL&GAS COMPANY,LLC 019-31466
3. ADDAEBBOFOPERATOR: PNÔNGNUMBER 10. FAI.0AÑDPÔÔLÔR WILDCAT'
lees courtPI, saol Denver

,,,, CO ,,,.80202 (303) 488-0666 Wildcat
4. LOÔAÌION OF WELt.

Fouraoss«rsuarace: 586 FSL,605 FEL cousme Grand

amern, adCTION, TOWNSM P. RANGE.MERIDIAN:SESE 23 21S 23E stars:
UTAN

n. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OP ACTION

O ^=- O =-• O ASPERFORAWc-r mmO NOTICE OF INTENT
4..-......., m ATERCASMG BUMmi O ==nt=*extoas"

*=•"--**- O =A••= =•- O NEW CONSTRUOWON HmmDON

6/25/2007 0 OMNGE TOPROUS PLMIS O OPENATOR CMANGE O WOM REPAR

O CNNGE WBWG AUG --- mR m
O SUSSEQUENTREPORT O CHANGEWEU.NAME MG BACK WER OISPOBAL(submitorightmlForm org)

O CHAÑOgWE SWU. O PRODUCH (STARTMESUMS) MTER SHUTW
Data et workonmpiellen'

O COtsmNGŒPRODUCIN•--• 0 RECLAMATIONOF WELLBin O onem
O CONVERTWERTYPE RECOMPŒTE•DOWENUORM ON

12. DESCRIBE PROPOSED OR COMPLETEDOPERAT10NS. Cleartyshowallpergneradatale inafudng delse, depihe,voluines,ekt

Plesent DrilingPennit callafor 500 ft SurfacePipe in an 1100 ft welL We have neverset more than 150 ft of Surface
at Cisco. Hereby request permission to set 150118 5/8 Surface. Sufficient comentwinbe pumped to circulate.

1 AN

1 007

(Tids spuum for gute umaenly)
APPROVED BYTHE STATE

OF UTAH DIVISION OF RECEIVED

gy
DNO



06/25/2007 16:36 FAI 970 243 6060 BURKHALTERENGINEERING Idl003

BTATEOF UTAH FORMS
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL,,GAS AND MINING s t.reAGEOÉ$$NATIONANDsERIAI.NUheEn:
ML49492

SUNDRYNOTICES AND REPORTS ON WELLS
7. UNITor ÒA AARdEMENT NAME:

Dunotuse thisAirmforproposalsto drillnewwelb.signmcannydeepen anistingweib belowarrent batammaledepth. reunter plugged wells,ar to
drlihorkontallalerals. Use APPMcATIONFOAPEnimT TOonli.L form tir such proposals.

1. N OF WELL 6. WALLNAMEandNUMBIIR:
OIL WELL Q GAS WELL OTHER Tidewater State 23-5

2. NAMEOWOPERA1'0Ñ 9. APINUMBER:

TIDEWATEROIL& GAS COMPANY,LLC 019-31466
a.AbbMssovòPERATOR PHONÈNUMBER 10, AÈ ANDPÔÔL, OR WILDCAT:

1645 courtPI, #soi , Denver y,, CO ,,,80202 (303) 468-0666 Wildcat
4. LOCA110N OF WEU.

FOGTAGESAT $UNFACE: 586 FSL, 605 FEL COUNTY: Grand

QTWOTR.SECTION,TOWNSHIP, RANGE, MERIDIAN:SESE 23 218 23E sYAT=:
UTAN

n CHECK APPROPRIATEBOXESTO INDICA E NATUREOF NOTICE. REPORT, OR OTHER DATA
TYP OF SUBMISSION TYPEOF ACTION

O ACOllE DEEPEN WWRATE CURRENT PÔAMATION
NOTICEOP INTENT

(seu a oweet. KTER CASING MTURE TRE 840tYnACK TOREPAIRwau.

Appunenste estewerwri stan: O CASING- O NEWCONSTRUCTION TEMPORARII,YABANDON

6/25/2007 O CHANGETOPREVIOUSPUNE OPERAYORC-•= O TURNG REP IR

O CHANGETUBWG PLUG ANDABANDON vuur ORFLARE

O SUBSEQUENT REPOR O CHANGE WELL-E PLUS IIIACK WNER DISPOSÆ
(SubmitOriginalPorm Only)

O CHANGEWER STRUS PRODUCWON(ORTMESUME) WATERSHUTM
Date ofworkeampleient

O COMMINGLEPuoDuclNG FORMATIONS RECUMADON OF WELLSYE OTNr.n. DrillDeeDer to 2990
0 CONVERTWEU. TYPE O NECOMPLETE - DIFFERENTPDAMATION

12. DESCRIBEPROPOSEDORCOMPLETED OPERATIONS.ClearlyshowallpertinentdetallsIncludingdgtes, depth6, 40lum08, Sic

Well is permitted to 1100 ft. Operatordesires todrillto2990 to explore a ilttledeeper. Please alter permit to a
Depth of2990 or Granite, whichevercomes first.

Estimated Fmn Tops:

Mancos Shale: Surface
Dakota Group: 336 - mightcontainmoisture or gas or oilor allthree
Morrison: 525 - depending on lenticular sands, may have water, oil, gas ornothing
Curtis-Moab Tongue-Entrada: 1098 - very sensitiveto structure, could be dry or have water,oilor gas or allthree
Carmel:1394 - dry
Navajo is absent at Cisco
Kayenta: Maybe 1469
Wingate: Maybe 1699 9.XYi
Chinle: Est 2029

Basement Est 2229. We have never encounteredmorethan825 psi pressure - and that in Cisco Dome 15 mi north of Cisco
at 2700+ ft. No evidenceofgroundwater - 150' of surface pipe should be adequate.

m n .
25 2007

m...... ., APPROVED BY THE STATE
OLUGTAH DI SION O RECEIVED

DAT .
JUN2 52007

mooo an Novelse



Well name: 03-06 Tidewater St 23-5rev.
Operator: Tidewater Oil & Gas
String type: Production Project ID:

43-019-31466
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 107 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
factor 1.00 Cement top: 1,852 ft

Max anticipated surface
pressure: 104 psi

Internal gradient: 0.433 psilft Tension: Non-directional string.
Calculated BHP 1,398 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 2,583 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (fta)

1 2990 4.5 9.50 J-55 ST&C 2990 2990 3.965 272.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 1398 3310 2.368 1398 4380 3.13 28 101 3.56 J

Prepared Clinton Dworshak Phone: 801-538-5280 Date: June 29,2007
by: Div of Oil,Gas & Minerals Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 2990 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineeling responsibility for use of thisdesign willbe thatof the



03-06 Tidewater St 23-5rev.
Casing Schematic

Sutface

8-5/8" Surface
MW 8.4 150. MD
Frac 19.3

TOC@
994.

4-1/2" , Production
MW 9. 2990.



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: TIDEWATER OIL & GAS COMPANY, LLC

Well Name: TIDEWATER ST 23-5

Api No: 43-019-31466 Lease Type: STATE

Section 23 Township 21S Range 23E County GRAND

Drilling Contractor PETE MARTIN DRLG RIG # RATHOLE

SPUDDED:
Date 07/02/07

Time

How DRY

Drilling wi/I Commence:

Reported by NEUT BURKHALTER

Telephone # (970) 260-0765

Date 07/02/07 Signed



STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Tidewater Oil & Gas, LLC Operator Account Number: N 3000

Address: 110 16TH Street, Suite 1220

city Denver

state CO zip 80202 Phone Number: (303) 468-0656

Well 1

API Number Well Name QQ Sec Twp Rnq County

4301931466 Tidewater ST 23-5 SESE 23 21S 23E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

7/2/2007

Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County

4301931511 Cactus Rose Fed 29-44-2119 SESE 29 21S 19E GRAND

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

12/6/2006

Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) R.E. KNIGHT

B - Add new well to existing entity (groupor unit well) Name (Please Print)

C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new eptity Signature

E - Other (Explain in 'comments' section)
' AGENT 6/13/2007

JULL 12007 Iltl• "a*•

(5/2000)
DIV.OFOIL,GAS&



STATEOF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATION ANDSERtALNUMBER'

ML49492
6. IF INDIAN.ALLOTTEEOR TRtBE NAME'SUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAI :Donot use thisformfor poposals to drill newweils,signiticantlydespan existingwellsbelowcurrentbottom-hole depth, Peenlar plugged wdis. or to

ddll hericantalIstorels. Use APPLICAYION FOR PERMIT TO DRILL fann for such proposals.
1. TYPE OF WELL B. WELL NAME and NUMBER;OIL WELL O GAS WELL OTHER Dry Hole

State #23-5
2. NAMEOF OPERATOR: 9. API NUMBER:
TIDEWATER OIL & GAS COMPANY, LLC 019-31466

3. ADDRESS OF OPERATOR PHONENUMBER: 10. FIELD AND POOL, OR WILDCAT:
110 16th Street, Ste 1220 ciTY Denver e CO ,,80202 (303) 468-0656 Wildcat

4, LOCATION OF WELL

FOOTAGE$ATSURFACE: 586 FSL, 605 FEL couvrv: Grand

OYRMYR. SECTION, TOWNSHIP, RANGE, MERIDIAN: SESE 25 21S 23E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTNER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O NOTICEOF INTENT
Acm DESPEN O REPERFORATECURRENT FORMATION

(Submitin Dupicate) O ALTER CA$ld FRACTURETREAT SIDETRACK TO REPAIR WELL

Appmnimge dge waric willaintt; O ese ==e- 0 NEW CONSTRUCTION O TEMPORARILYABANDON

O CHANGETOPREVIOUSMNS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PL,UGANDABANDON VENT OR FURE

SUBSEQUENT REPORT CHANGEWELL NAME PLUGBACK WATERDISPOSAL
(SubmitOriginalForm Only)

O CHANGEWEI,I. KrATW PRODUCTION (SYARTIRESUME) WATER SHUT-OFF
Date of workcompleion'

O COMMINGLE PRODUCING FORMATMS RECLAMATION OF WELLSffE OYHER:7/23/2007 0 CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS.Clearlyshow all pertinentdetails Includingdates. depths. volumes, etc.

After conversation w/ Dustin Doucet, wellwas plugged as follows:

Plug # 1: Pumped 45 sx on bottom, 2250 up to +/- 2150

Plug # 2: Top of Entrada at 1118: Pipe at 1151 - pumped 45sx at 1900 hrs. Tagged at 1010 at 2330 hrs 07/22/07

Plug # 3: Surface Pipe at 184 KB. Pumped 60 sx frorn 212 up to surface. Good returns, hole stayed full.
Plug #3 finished at 0130 his on 07/23/07.

O BY THE STATE
NO RECEIVED

JUL2 52007
o - OFOIL,GAS&MINING

onA

/



(7/Š0Ï2007)Dustin Doucet - TÌdewaterPlugging Pa

From: Dustin Doucet
To: Kettle, Bart
Date: 7/23/2007 4:28 PM
Subject: Tidewater Plugging

Bart,

Newt Burkhalter calledme yesterday and I gave him verbal approvalto plug the Tidewater State 23-5 (I thinkthat was the
wellI gave approvalfor??) in the following manner:

Plug 1 100' at the top of the basement rock @2240' - do not need to tag
Plug 2 - 100' plug across the top of the Entrada @ ~1140' - tag
Plug 3 - from 50' below the shoe (@180') to surface.

Newt said he left a message with you yesterday, so you are probably done with it now, but thought I would memorialize it
with an email. I probably should have done this yesterday. Hope it didn't cause any problems.

Dustin

Dustin K. Doucet
Petroleum Engineer
Utah Divisionof Oil, Gas and Mining
Oil and Gas Program
1594 West North Temple, Suite 1210
Salt Lake City, UT 84116

Phone: (801) 538-5281
fax: (801) 359-3940
email:



STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-49492

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: ELLL WAESLL DRY OTHER
7. UNIT or CA AGREEMENT NAME

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

EL
HORSIZ. EP-

RY
FSFVR

OTHER State #23-5
2. NAMEOF OPERATOR: 9. API NUMBER:

Tidewater Oil & Gas Company LLC 019-31466

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

110 16th Street CITY Denver STATE CO zie 80202 (303) 468-0656 Wildcat
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
AT SURFACE: 586 FSL, 605 FEL SESE 23 21S 23E
AT TOP PRODUCING INTERVALREPORTED BELOW: NA

12. COUNTY 13. STATE
AT TOTAL DEPTH: Same as Surface Grand UTAH

14. DATESPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL):

6/29/2007 7/21/2007 7/23/2007 ABANDONED READYTOPRODUCE 4326 GL, 4337 KB
18. TOTAL DEPTH: MD 2,250 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY? * 21 DEPTH BRIDGE MD

PLUG SET:
TVD 2,250 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

. WAS WELL CORED? NO YES (Submit analysis)
Dual Laterolog, Dual Spaced Neutron, Spectral Density, Sonic

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMENTS KES
VO UM BBL) CEMENT TOP ** AMOUNT PULLED

12 1/4" 8 5/8 J55 24 0 184 HE 100 26 Circulated None

25. TUBING RECOR

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO HOLES PERFORATION STATUS

(A) Open Squeezed

(B) Open Sqwd

(C) Open Sqwd

(D) Open Sqwd

28. ACID, FRACTURE, TREATMENT, CEMENT SOUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY P &A
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

REGEIVEU
(5/2000) (CONTINUEDON BACK)

AUSO72007
DIV.0F0lL,GAS&



31. INITIALPRODUCTION INTERVAL A (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: -*

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION 01L - BBL: GAS- MCF: WATER- BBL: 1NTERVALSTATUS:
RATES: ->

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: EST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. SG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVAL STATUS:
RATES: -•

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:

RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: +

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: -*

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES(Include Aquifers): 34. FORMATION (Log) MARKERS:

Show allimportant zones ofporosity and contentsthereof:Cored intervals and alldrill-stem tests, including depth interval
tested, cushion used, timetoolopen, ilowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name (Measu ed Depth)

Dakota 400 510 Nothing Mancos 0
Entrada 1,118 1,448 Calculates Wet Dakota 412

Morrison 510
Entrada 1,118
Carmel 1,448
Navajo? 1,486
Wingate 1,740
Chinle 2,032
Pre-Cambrian 2,198
TD 2,250

35. ADDITIONALREMARKS(Include plugging procedure)

Plug #1: 45sx, 2250-2150; Plug #2: 45sx, 1151-1010; Surf Plug 60 sx, 212 to surface. Plug #2 Tagged at 1010.

36. I hereby certifythat the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASEPRINT) J. N. Burkhalter, PE TITLE Agent

SIGNATURE DATE 8/3/2007

This report mu be submitted within 30 days of
e comple ing or plugging a new well • reentering a previously plugged and abandoned well
e drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

**lTEM24: Cement Top - Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperaturesurvey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



STATEOF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5 LEASEDESIGNATIONANOSERIAL NUMBER:

ML49492
6 IF1NDIAN, ALLOTTEE OR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7 UNIT or CA AGREEMENT NAME:Do not use thisformfor proposals to drillnewwells,significantlydeepen existingwells below currentbottom-hole depth, reenter pluggedwells, or to

drill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. ""¯ ''¯ ¯¯¯¯°

1 TYPEOF WELL
OIL WELL GAS WELL OTHER DryHole 8 WELL NAME and NUMBER:

State #23-5
2 NAMEOF OPERATOR: 9. API NUMBER:
TIDEWATEROIL&GAS COMPANY, LLC 019-31466

3 ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL OR WILDCAT
110 16th Street, Ste 1220 æY Denver

STATE CO z,,80202 (303) 468-0656 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE: 586 FSL, 605 FEL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESE 25 21 S 23E STATE:
UTAH

9. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O NOTICE OF INTENT
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

(Submitin Duplicate) ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL
Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TOPREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLARE

SUBSEQUENTREPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL(Submit Original Form Only)
O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date ofwork completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:7/23/2007 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS.Clearlyshow all pertinent details includingdates, depths, volumes, etc.

After conversation w/ Dustin Doucet, well was plugged as follows:

Plug # 1: Pumped 45 sx on bottom, 2250 up to +/- 2150

Plug # 2: Top of Entrada at 1118: Pipe at 1151 - pumped 45sx at 1900 hrs. Tagged at 1010 at 2330 hrs 07/22/07

Plug # 3: Surface Pipe at 184 KB. Pumped 60 sx from 212 up to surface. Good returns, hole stayed full.
Plug #3 finished at 0130 hrs on 07/23/07.

NAME (PLEASE PRINT) J. N. Burkhalter
TITLE Agent

SIGNATURE . - DATE 7/24/2007

(Thisspacefor ateuseonly) RËCElVED
AUSO72007

DIV.0F0lL,GAS&MINING(See instructions on Reverse Side)



MALLIBURTON JOB LOG ss
MTE

WGION AICOUNTRY 3th ISTATE

NORTHAMORICA LAND ROCKY MOUNTAIN COLORADO Grand Junction
MU ID i EMPL& S EMPl.OVEEME :W. DEPARNENT

314204 MARKMAYO CEMENTINGSERVICES
LOCATION CUSTOMER REP I PHONE

GRANDJUNCTION TIDEWATER NEWT BURKHALTER
BCNET AMOUNT TYPE mg

02 GAS
WELL LOCATION JOB PURPOSE CODE bescnphon

ZONAL ISOLATION 10003 7528 PLUG TO ABANDON
LEASENAME No ITWPinNG

Sgte Fede al 23

1230 CONDUCT IN YARD SAFETY MEETINGLEAVEYARD

1515 ARRIVE ON LOCATION 07/22/07
1520 CONDUCT LOCATION ASSESSMENT SAFETY MEETING

1600 SPOT EQP. AND RIG UP

1650 CONDUCT PREJOB SAFETY MEETING
1659 STARTJOB
1700 1 2000 TEST LINES
1702 2.5 20.0 1 10 PUMP H2O SPACER- GOOD CIRCULATION

1708 4.0 11.5 1 10 PUMP 45sks OF TAIL CEMENT @14.5ppg
1717 4.0 13.5 1 30 PUMP H2O DISPLACEMENT

1723 SHUT DOWN PULL 10stnds OF DRILLPIPE
1742 6.0 13.0 1 CIRCULATEDRILL PIPE

1746 PULL 23stnds OF DRILL PIPE

1827 6.0 67.0 1 CIRCULATE DRILL PIPE
1841 4.0 11.5 1 60 PUMP 45sks OF TAIL CEMENT @14.5ppg
1846 4.0 6.4 1 60 PUMP H2O DISPLACEMENT

1849 SHUT DOWN PULL 10stnds OF DRILL PIPE

1909 6.0 63.0 1 180 CIRCULATE DRILL PIPE

1919 SHUT DOWN
2300 TAG SECOND PLUG/PULLUP TO 220 FEET
0011 4.0 5.0 1 10 BREAK CIRCULATION 7/23/2007

0016 4.0 15.3 1 10 PUMP 60sks OF TAIL CEMENT @14.5ppg
0019 4.0 2.0 1 10 PUMP H2O DISPLACEMENT

0020 50 ENDJOB

THANK YOU FROM MARK MAYO AND



BURKHALTER ENGINEERING, INC.
751 Horizon Ct., Suite 245

P.O.Box 60095
Grand Junction, Co 81506
Telephone (970) 243-6060

Fax (970)SIBIMilla 2.#3- foðGO
Mobile (970) 260-0765

Petmleurn and Energy Consultants
Registered in Rocky MountainStates

Oil & Gas Pmduction

August 3, 2007

Dustin Doucet
Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

Re: Completion Report
Tidewater Oil & Gas Company LLC
State #23-5
586 FSL, 605 FEL, Sec 23, T21S, R23E
Grand County, Utah

Dear Dustin:

Enclosed is the Completion Report and Log for the referenced well. Additionally, I have
enclosed a copy of the Sundry with P & A plan, the œment report from Halliburton and
the logs. The pit is dry and will be closed in the next couple of days. A regulation dry
hole marker willbe installed timely.

Please call if you have questions/need further information.

Very trulyyours,

. N. Burkhalter, PE

cc: Jim Jones

RECEIVED
AUSO72007

DIV.0F0lL,GAS&



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1.DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 2/12/2008

FROM: (oldOperator): TO: ( New Operator):
N3000-Tidewater Oil & Gas Company, LLC N3440-NAE, LLC

110 16th St, Suite 1200 16800 Imperial Valley Dr, Suite 380
Denver, CO 80202 Houston, TX 77060

Phone: 1 (303) 327-7134 Phone: 1 (281) 931-8933

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
SEE ATTACHED LIST

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 2/26/2008
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 2/22/2008
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/15/2008
4a. Is the new operator registered in the State of Utah: Business Number: 6666480-0161
4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
5b. Inspections of LA PA state/fee well sites complete on: ok
5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM not yet BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: not yet

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/27/2008
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/27/2008
3. Bond information entered in RBDMS on: 2/27/2008
4. Fee/State wells attached to bond in RBDMS on: 2/27/2008
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 2/27/2008
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOO296
2. Indian well(s) covered by Bond Number: n/a
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 8030575893

3b. The FORMER operator has requested a release of liability from their bond on: 2/22/2008
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a
COMMENTS:

NAE FORM A.xls



STATE OF UTAH FORM9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINING 5 LEASEDESIGNATIONANDSERIALNUMBER:

NDRY NOTICESAND RËPÔNTS ON WEIAS 6. IF INDIAN,ALLOTTEEOR TRIBENAME:

7. UNITor CA AGREEMENTNAME:Do not usethisform forproposals todrillnew wells, significardlydeepen existing wallsbelow currentbottom-hole depth, reenterplugged wells, or to
drillhorizontal laterals. Use APPUCATIONFOR PERMITTO DRILLformfor suchproposals.

1. TYPE OF WELL 8. WELLNAMEand NU ER:OIL WELL GAS WELL OTHER

2. NAMEOF OPERATOR: 9. API NUMBER:
NAE, LLC S Ò

3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDANDPOOL, OR WILDCAT;
16800 Irnperial Valley Dr crry Ste. 380 HOUSTON STATE TX z,,77060 (281) 931-8933

4, LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY:

QTRIQTR,SECTION,TOWNSHIP,RANGE,MERIDIAN: STATE:
UTAH

n. CHECKAPPROPRIATE BOXES TO INDICATE NATURE OF NOTICE,REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATECURRENTFORMATIONO NOTICEOF INTENT
(Submitin Duplicate) ALTERCASING FRACTUAETREAT SIDETRACKTO REPAIRWELL

Approximatedate workw!IIstad: CASINGREPA R NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGETUBING O PLUGANDABANDON O VENTOR FLARE

O SUBSEQUENTREPORT CHANGEWELLNAME PLUGBACK WATERDISPOSAl.(Submit OtiginalForm Only)
O CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF

Date of work complettort

O COMMINOLEPRODUCINGFORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERTWELLTYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS. Clearly show allpertinent details Includingdates, depths, volumes, etc.

NAE, LLC willbe assuming all plugging and reclamation liabilities for the wells on the schedule attached hereto.

EffectiveDate: 2/12/08

Federal Bond Number: UTBOOO296
State Bond Number: 8030575893

Name: Ti water Oil &Gas C mpany LLC. Address: 110 16th St., Ste 1200, Denver, CO 80202

Signatu :

Title:

Date:

SNAME(PLREASEPRINT1 E

(ThisspaceforStateuseonly) CENED

APP OVED Ñ IRIL EB22 2003

(512000) (See instructions on Reverse Side) QAO

Divisionof Ott,GasandMining DN.
Earlene Russell. Engineering



well name sec twp rng api entity lease well stat
FEDERAL MSC 26-1 26 210S 190E 4301931407 14785 Federal GW S
FEDERAL 7-34-2122 07 210S 220E 4301931484 Federal OW APD
BLACK HAT FED 18-43-2224 18 220S 240E 4301931495 Federal OW APD
OLD SAGERS FED 13-32-2222 13 220S 220E 4301931497 Federal OW APD
STATE 1-32 32 210S 190E 43019313ÏÏÃ 13598 State OW PA
STATE 21-19 (32-16D) 32 210S 190E 4301931399 13903 State OW TA
STATE MSC 16-1 16 210S 200E 4301931401 14166 State OW SSTATE¯M¯ŠÒTS-

35 210S 190E 4301931404 14259 State GW S
N THOMPSON 2-1 02 210S 200E 4301931412 14376 State GW OPS
TIDEWATERST 23 23 210S 230E 4301931466 16258 State OW PA
TIDEWATERSÏ 23-2 23 210S 230E 4301931467 State GW APD
TIDEWATERST 23-1 23 210S 230E 4301931468 State GW APD



STATE OF UTAH
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS ANDMINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9 requesting APD transfer)

API number:
Location:

Company that filed original application: p ¢p 5 a FYi
Date original permit was issued:

Company that permit was issued to:

Check .

one Desired Action:

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Perrnit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application

Transfer approved Appilcation for Permit to Drilt to new operator

The undersigned as ownerwith legal rights to drillon the property as permitted, hereby verifies that the
information as subrnitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some iterns related to the application, which should be verified. ves No

if located on private land, has the ownership changed?

If so has the surface agreement been updated

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way, which could affect the
proposed tocation?
Has the approved source of water for drillingchanged?

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?

Is bonding still in place, which covers this proposed well? Bond No, ŠgAD Gif S

Anydesired or necessarychanges toeither a pending or approvedApplicationfor Permit to Drillthat is being transferred
should be filed on a SundryNotice, Form9. or amended Application for Permit to Drill,Form3. as appropriate with
necessary supportinginformation as required.

Name (please prit riaA Ë¾ Title ÑÊN ÈÊL
Signature Date 1- 1½ 6 O
Representir npany nar e

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permd to DnlL

(3/2004) RECElVED
FEB2 6 2008

DIV.0F0lL,GAS&
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